FOR CHEMICAL EMERGENCY - CALL 1-800-424-9300 IN THE U.S.A. - SRR
% -202-483-7616 OUTSIDE THE CONTINENTAL U.S. AND IN WASHINGTON, D.C.) e

ER’GENCY RESPONSE INFORMATION SHEET ORM— - .
, UN1593
..P.c. ,5559o_~ "

” -METHYLENEkCHLORIDE TECH
— COMPOSITION:

FORM:

WATER ~-WHITE LIQUID

SPEC GRAVITY:

SOL IN WATER:

1.320 @ 25/25C
DOES NOT MIX

FLASH POINT:

FLAM LIMITS:
VAPOR HAZ:

NONE/TCC
14.8 - 22% @ 25C
HARMFUL

FISH: MAY CAUSE LOCALIZED FISH KILL.

AVOID ENTRY INTO NATURAL WATERS.

FREEZE POINT: -142.6°F REACTS WITH: ALUMINUM, MAGNESIUM OR

BOILING PT: 104°F o THEIR ALLOYS AND POT METAL.
fii&f—-ﬂﬁﬁf‘E@ﬂﬁﬁ&ﬁPﬁﬁiiﬁﬁﬁﬁ_’éiiﬁﬁ_ﬁﬁ&—-__"————_-I—_—_—I’__I
| SKIN: PROLONGED CONTACT: MODERATE IRRITATION. IF CONFINED, SLIGHT BURN.
:INHALATION: MAY CAUSE DROWSINESS & UNCONSCIOUSNESS. |
| INGESTION: ' LOW TOXICITY. }
| |
:ANIMAL: AVOID INGESTION & EXPOSURE. ‘ :
1

| |
| |

CONTACT WITH EYES SKIN &' CLOTHING AVOID BREATHING VAPORS USE
!; l. WATER SPRAY TO REDUCE VAPOR. VAPOR/AIR MIXTURE MAY BE FLAMMABLE. XO
1 P SMOKING, FLARES, OR OPEN FLAMES. SHUT OFF IGNITION. STOP LEAK IF
N E WITHOUT RISK. USE NONCOMBUSTIBLE ABSORBENT MATERTIAL/SAND & SHOVEL
\”l I\ INTO SUITABLE CONTAINERS. DIKE LARGER SPILLS & RECOVER. AVOID ENTHY
L INTO SEWERS &/OR NATURAL WATERS.
|( CLOTHING: ~WEAR FULL PROTECTIVE CLOTHING, & SELF~CONTAINED BREATHING
L APPARATUS.
DISPOSAL: CONTACT MANUFACTURER & AUTHORITIES.

"WILL BURN BUT DOES NOT IGNITE EASILY. VAPOR/AIR
MIXTURE MAY BE FLAMMABLE. MAY DECOMPOSE IN HEAT/FIRE RELEASING
PRODUCTS OF GREATER HAZARD. COOL CONTAINERS EXPOSED TO HEAT/FIRE
WITH WATER TO PREVENT BURSTING.

SMALL PIRES: USE DRY CHEMICAL OR CO»p.

LARGE FIRES: USE WATER SPRAY, FOG, OR FOAM.
AVOID ENTRY INTO SEWERS &/OR NATURAL WATERS.
CLOTHING: WEAR FULL PROTECTIVE CLOTHING & SELF-CONTAINED BREATHING‘

APPARATUS.

VAPOR HARMFUL.

DIKE LIQUID RUN-OFF.

IRRIGATE WITH FLOWING WATER IMMEDIATELY & CONTINUOUSLY FOR IH

CONSULT MEDICAL PERSONNEL.

WASH OFF IN PLOWING WATER OR SHOWER.

REMOVE CONTAMINATED CLOTHING & WASH BEFORE REUSE. -
REMOVE TO FRESH AIR IF EFFECTS OCCUR. IF NOT BREATHINC,

IF BREATHING DIFFICULT, GIVE

EYES:
MIN.
SKIN:
CLOTHING:
INHALATION:
GIVE MOUTH-TO-MOUTH RESUSCITATION.
OXYGEN. CALL A PHYSICIAN.

The information contained herein is hereby presented as a complimentary: act, in good faith, and is, to the best of The Dow. Chemical Company’s knowi- &
edge and belief, accurate and reliable as'of the date printed, but may:well- be incomplete: No representation, guarantee or warranty .is made as to its £

. accuracy, reliability or completeness ‘and; as Governmental regulations and: use :conditions may change, it is the user s responslb ility to determine the
current appropriateness and suitability for specific end uses prior to use.
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@ “TRANSPORTATION EQUIPMENT DATA _ —EMERGENCY DATA .
. ON OTHER SIDE —

PRODUCT - CODE NO. DATE ISSUED O}I REVISS’E"
' METHYLENE CHLORIDE, TECH. : 55590 14 m&31
DICHLOROMETHANE SOLVENT |h
DOT SHIPPING NAME DOT HAZARD CLASS
al__ _ )
’é FLASH POINT FLAMMABLE LIMITS BOILING POINT VAPOR DENSITY rAlR - |)
i | NONE 14.3 - 22% @ 25C | 104°F 2.93
QO FREEZING POINT LOADING TEMP. MAX, PRODUCT TEMP. MAX. STEAM PRESSURE
g
g |=142.6°F AMBTIENT - —
5 WT/GAL @ 77° F (259C) . CONCENTRATION SHIPPED SOLUBILITY IN WATER PHYSICAL STATE
11.0 FULL STRENGTH DOES NOT MIX TIQUID

APPROVED EQUIPMENT: v
TANK TRUCK TANK CAR

TANK TYPE: !%87?2?51%51?0%g§?’Ng§§X£%ﬁINUM DOT 103W, 111A60W1, 111A100W]
TANKMAT““A“¢{STAINLESS STEEL CARRON STEEL TINED STEEL
INSULATION: iNQT REQUIRED _ NOT REQUIRED

STEAMCOILS: %NOT REQUIRED NOT REQUTIRED

METHOD USED TO }DRAIN, FLUSH WITH WATER, STEAM, RINSE WITH WATER AND DRY.

£ ;&‘;,gai“gﬂz.g% .

CLEAN TANK: !
| STAINLESS STEEL, CARBON STEEL
PUMP TYPES: | CENTRIFUGAL OR POSITIVE DISPLACEMENT
OSE TYPES. | SEAMLESS STAINLESS STEEL, TEFLON, SEAMLESS BRONZE, SEAMLESS
‘ |STERT, CROSS TINKED P/E (3), VITON (3) (UNIROYAT GOQDYEAR)
GASKETS: ! B

| ASRESTQS, TEFLON, VITON, NEQOPRENE LEATHER (STNGLE [ISE QNLY)
| PREVENT CONTACT WITH ALUMINUM, MAGNESIUM AND POT METALS OR
N |THEIR ALLOYS. |
’ I(1) MUST BE EQUIPPED WITH PRESSURE HATCH - 25 PSIG MIN.
1 (2) PREFERRED EQIUIPMENT
TEXAS DIVISION REQUIRES UNITS EQUIPPED WITH VENT FOR CLOSED
HANDLING: LOADING WHICH CAN RE QPERATED FROM GROUND LEVEL

lpUMP, DRY NITROGEN OR GRAVITY
HOW UNLOAGED: }(PREéSHRF NOT APPRQVED FOR MC 303 & 306 TANKS)

}VAPOR HARMFUL. AVOID BREATHING VAPORS.
PROBLEMS: {AVOID CONTACT WITH EYES, SKIN & CLOTHING.

USE PROTECTIVE EQUIPMENT--MINIMUM OF CHEMICAL WORKERS GOGGLES,
HARD HAT, RUBBER GLOVES & RUBBER BOOTS.
HAVE RESPIRATOR AVAILABLE.

PRECAUTIONS:

(3) MAY BE USED ONLY FOR INTERMITTENT SERVICE. DO NOT USE IN
PERMANENT INSTALLATIONS. 1IF HOSE IS FLUSHED BEFORE SHIPMENT,
IT MUST BE DRIED PRIOR TO SHIPMENT. ' '

VAPOR/AIR MIXTURES MAY BE FLAMMABLE UNDER CERTAIN CONDITIONS.

OTHER:
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The infarmation contained herein is hereby presented as a complimentary act,in good faith, and is, to_the best of The Dow Chemical Company’s knowl-
edge and belief, accurate and reliable as of the date printed, but may well be incomplete. No representation, guarantee or warranty is made as to its
accuracy, reliability or completeness and, as Governmental regulations and use conditions may change, it is the user’s responsibility to determine the
current appropriateness and suitability for specific end uses prior 1o use.
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SECTIONQVI Reactivity Data

3 -

Conditions to avoid Elevated temperatures.
Incompatibility: Strong oxidizing agents. )

Hazardous‘decomposition products. Carbon Monoxide, Carbon
Dioxide, Aldehydes. e

Hazardous Polymerization: Will not occur.
Conditions to avoid: Strong acids or bases in bulk.

SECTION VII . Spill or Leak Procedures

Lt 2 o

Spill ProcedureS°‘ Avoid all personal contact. Take up with
absorbent material. Shovel- into closable containers. .Flush
contaminated area with water.

Waste-Disposal Methods: Dispose in accordance with Federal

S IR D, B

L )

qECTION VIII Special Protection Information

--Ventllation: Good general mechanical ventilation and 1ocal;;
'xexhauSt; ’

~Protective gloves" Wear impervious gloves._
Eye protection: Wear sp&ash-proof chemical goggles.~

Respiratory protection Organic chemical cartridge respirator,
if needed.

Other protective equipment: Wear appropriate equipmeént to
prevent eye or skin contact. Use of barrier cream recommended.’

" SECTION IX Special Precautions

Handling, Shipping and storing precautions*‘ CAUTION! May cause
irritation, Dermatitis and sensitization. ,

Avoid contact with eyes;_Skin or clothing.
Avoid breathing vapor, mist or spray. ‘
8tore in cool, dry area in closed containers.
Wash after handling. -

SECTION X Regulatory Information

Dot class. Not.regulatedt |

The information contained herein 1s based on data belived to be.

" accurate by RCV INDUSTRIES, but we do not assum any liability for

the accuracy of the 1nfornation We neither suggest nor guarantee
that any hazards mentioned are the only ones that exist. Anyone
intending to rely on any recommendaticn or to use any equipment,

. techique or material mentioned should also satisfy themself that they

can meet all applicable safty and health standards. Determination

of the suitability of any information or product for the use
contemplated by any user, the manner of that: use and whether ‘there
is any inffigment of patents is the sole responsibility of the user.
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